falmec

ZEUS PRO NRS

Version
FNZEU30W6SS wall 30"
(76cm) - 600 CFM

Collection
Silence - NRS

EAN code
8034122358833

FEATURES

Scotch brite stainless steel
(AISI1 304)

NRS technology for a quieter
kitchen

Touch control + 24 h function
LED lighting

Optional charcoal filter
Professional Baffle Filters

Recommended mounting height
from cooking surface to hood
bottom: 24" - 35"

OPTIONAL ACCESSORIES

KACL.570#1

Extension H700 - Wall
KACL.571#1

Extension H960 - Wall
KACL.948#IF

Filter unit for t-shaped wall
hoods

KACL.953#BF
Carbon.Zeo vertical outlet
ceiling filter unit kit
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Technical sheet - 18/04/2024

TECHNICAL FEATURES

Installation type
Wall

Dimensions
30/76cm

Finish

Scotch brite stainless steel (AISI
304)

Motor

CFM

Type of control
Touch control
Speed settings

4

Lighting

Led 2x1,2 W - 3200 K
Charcoal filter
Filter unit for t-shaped wall
hoods (optional)
Minimum distance
Gas hob: 25 in
Electric hob: 21in

PACKAGING:WEIGHTS AND
VOLUMES

Gross weight
112 Ibs

Net weight
91 lbs
Volumes

25 ft3
Packaging size
Length

41in

Height

28in

Depth

39in

CONSUMPTION AND
CONNECTION FEATURES
Maximum consumption

430 W

Plug type

Hood comes standard with Nema
5-15P power cord

ENERGY CLASS



